
 
 
Address: 
900 North Franklin Street 
3rd Floor 
Chicago, IL 60610 
USA 

 
 
Eight story building located in the heart of downtown Chicago is just 15 minutes from 
Midway Airport making this Data Center convenient for all who need access.  CDC-03 
has four types of co- location available: family (single server), open rack, private rack, 
and private data vaults. Additionally, C I Host’s “e-Business Suites” are available giving 
any client on-site dedicated work space. 

 
Building Specs: 
Square Foot:  10000  
Floor Load:  +125 lb./ sq. ft.  
Elevators: Weight capacity 5,000 lbs. 9'1" high, 8.5' wide and 18'3" 

long. 
Ceiling Height:  9 feet above floor  
Roof Rights:  Yes, with satellite space available  
Line of Sight:  Clearance of the roof is to the East, all other directions 

are blocked by surrounding buildings 
NPA/NXX:  312-640  
Fiber:  (2) fiber entry points  
Number of Fiber Conduits:  (2) four inch conduits, (2) two inch conduits.  
Number of Fiber Interducts:  (3) four inch interducts, (1) one inch interduct with EMT 

conduit  
Core Router: (1) Cisco 7206VXR 
Switching Gear: (1) Cisco 6500, (10) Cisco Catalyst 2924-XL-EN 

(100mbps and GigE) 
 
Environmental Controls: 
Fire Suppression System:  Pre-action, dry pipe sprinkler system  
HVAC:  A/C units maintain a climate of 68 degrees (+/- 5) and 30-

60% humidity, N+1 redundancy (50 tons total) 
 
Power Systems: 
Power Redundancy:  Building power drawn from two substations  
Standby Generator:  Dedicated 125 kW standby generator  




